dm PORTABLE FIRE
B EXTINGUISHERS

2 Revised 12/15

Building Department

Mounting Height

Portable Fire Extinguishers are Required; _
1) In all New and Existing Structures (except 1 & 2 Family Dwellings) < 40#
2) Within 30 feet of Commercial Cooking Equipment 5' Max
above
3) In areas where Flammable/Combustible Liquids are stored, used or Floor
dispensed
. ) , . >40#
4) On each Floor during Construction (except 1 & 2 Family Dwellings) 36"
Max
5) Where required by Table 906.1 if the International Fire Code 4" Min above
above Floor
6) Special Hazard Areas (including laboratories, computer rooms, generator Floor
rooms,where required by the Building/Fire Code Official)

Portable Fire Extinguishers shall be selected, installed and maintained in accordance
with NFPA 10 (National Fire Protection Agency Standard 10)

3 Maximum Travel Distance to
Fire Class & Symbol Pictogram Types of Fires Extinguisher
Ordinary solid
combustibles {paper, 75 Feet

wood, cardboard and
most plastics)

Flammable liquids and

gases (gasoline, 30-50 Feet

kerosene, grease or oil)

Energized electrical
equipment (appliances, 75 Feet
wiring, circuit breakers
or outlets)

Combustible metals
sound in labs
75 Feet

(magnesium, titanium,
potassium or sodium)

Dils and fats (cooking
oils, trans-fats, or fats 30 Feet
in cooking appliances)
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Portable Fire Extinguishers are Required;

1) In all New and Existing Structures (except 1 & 2 Family Dwellings)

2) Within 30 feet of Commercial Cooking Equipment

3) In areas where Flammable/Combustible Liquids are stored, used or 
    dispensed

4) On each Floor during Construction (except 1 & 2 Family Dwellings)

5) Where required by Table 906.1 if the International Fire Code

6) Special Hazard Areas (including laboratories, computer rooms, generator 
    rooms,where required by the Building/Fire Code Official)



jschoen
Text Box
Portable Fire Extinguishers shall be selected, installed and maintained in accordance with NFPA 10 (National Fire Protection Agency Standard 10)
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