[image: image1.jpg]


            Street Opening Permit Application – Cost $22.00
Project Address: ______________________________________________
Type of Work :( street/alley) ______________________________________
Work Being Performed :( Waterline/Sewerline) _______________________

Type of Surface: (Asphalt, Millings, Gravel)___________________________
Date(s) of work: From __________________ to ____________________
Contractor(s): ________________________________________________
Phone No.___________________________________________________
Fill Requirements:
1. Winter Openings (October 23 – March 31):
 FORMCHECKBOX 
 Controlled Density Fill - Trench must be filled with Controlled Density Fill as defined by Section 02228 of the City of Sheridan Specifications.  The material must be used to fill the trench within three (3) inches of the surface.

Trench must be filled with Controlled Density Fill as defined by Section 02228 of the City of Sheridan Specifications.  The material must be used to fill the trench within three (3) inches of the surface.

The final three (3) inches of the trench must be filled with “Lean Mix Concrete” per Section 03010 of the City of Sheridan Specifications, as defined below: 

Cement

329 pounds

¾” Coarse Aggregate
50%

Fine Aggregate
50%

Air


9 ounces

Slump


4-5 inches

***There may be a delay in your bill for street repairs. Please see the section entitled “Additional Charges” for a cost breakdown.***

2. Common Openings (April 1 – October 22): Trench must be filled following one of the two following options, please check the method that you intend on using:
 FORMCHECKBOX 
 Compacted Fill – Trench must be filled with a defined material outlined by Section 02221 of the City of Sheridan Specifications. The material must be used to fill the trench within three (3) inches of the surface. Compaction test results must be submitted to the City’s issuing agent within seven (7) days upon completion of the work.
The final three (3) inches of the trench must be filled with “Crushed Base” material per Section 02519 of the City of Sheridan Specifications.
Traffic Control Requirements:
1. The applicant must submit a traffic control plan (map of area) showing temporary traffic control complying with the Manual of Uniform Traffic Control Devices (MUTCD), 2003 Edition prior to approval.

Additional Charges:

The person, firm or corporation making said opening or excavation shall be charged as follows: $10.00 per cubic yard for oil or road mix type paving, and $6.00 per square foot for concrete or hot-plant mix type paving. Charges will be due and payable upon completion of said work, which the undersigned applicant promptly agrees to pay the City of Sheridan in accordance with the provisions of said Ordinance.

Penalty:

This application is made as required by the provisions of Ordinance No. 850 of the City of Sheridan, Wyoming. Section 3 of said Ordinance provides as follows: Any person, firm or corporation failing to comply with the provisions of said Ordinance shall be fined in a sum not exceeding $100.00, together with the costs of prosecution.
Notification Requirements:

Permit must be obtained at least three (3) days prior to the street opening work.  Upon issuance of the permit, the applicant shall notify the following, providing them with an estimate of how long the work will take and any necessary street closures:

1. Public residents within a one block area
2. Emergency Services via dispatch at the Police Department (Phone 672-2413)
3. Fire Department (Phone 672-6126)
4. School Transportation Division (Phone 672-3105)
5. City Service Center (Phone 674-4112)
6. Rocky Mountain Ambulance (Phone 673-8303)

I agree to be bound by the above terms:
Signature of Applicant



Date

______________________________

____________

Issued By: City of Sheridan



Date
